Make sure you have the latest firmware ready.
Open the device manager on the computer.

Power off the DX80.

Connect one end of the USB cable to the computer.

Press and hold the Volume+ button, then insert the other end of the USB cable (Micro USB
plug) to the DX80, release the volume+ button after the DX80 is recognized as an unknown

device, as shown on the following picture.
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6. Right click the unknown device, and left click the first option to start the driver installation.

7. Press the second option to manually install the driver.

U U Update Driver Software - Unknown Device

How do you want to search for driver software?

2 Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver
software for your device, unless you've disabled this feature in your device
installation settings.

2 Browse my computer for driver software
Locate and install driver software manually.

Cancel

8. Navigate to the driver folder. Select driver from X86 folder if your computer is 32bit OS.
Select driver from X64 folder is your computer is 64bit OS.

@ m Update Driver Software - Unknown Device

Browse for driver software on your computer

Search for driver software in this location:

\\psf\Home\Desktop\DX80 FactoryTool v1.39\Driver\x64 > P

[¥lInclude subfolders

2 Let me pick from a list of device drivers on my computer

This list will show installed driver software compatible with the device, and all
driver software in the same category as the device.

Cancel

Next

9. Restart your computer after driver is installed.

10. Launch the batch tool.
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Wizard:

First use,Tag USE port:plug device in, record ID showing on the tool.Tag all.
After pluging dewvice in, connect another until dewice iz doing upgrade.

.led is green,plug device in;led is red,do not pluz device in or out.

.After finishing upgrade, green to show success, red to show failure.

.To show succezsful device on the right of grid and failed device on the left of grid.
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11.

12.

13.

14.

As shown on the above picture, click button 1 to select language.

click button 2 to add the firmware.

Press and hold the volume+ button, and connect the DX80 to the computer again.

the volume+ button after you see the area 3 turns to blue color, and the device type will

show “loader”.

Press button 4 to start the firmware update.

Release



